Mapping HEC-RAS Dam Breach Results Workshop

1 Objective

In this workshop, you will perform a floodplain delineation using an HEC-RAS model
created from GIS data. You will then simulate a dam breach, examine output, and
perform floodplain mapping using HEC-RAS Mapper.

NOTE: While this data is from an actual river system, the model and results of this
workshop do not represent current or future conditions of the river. The United
States Army Corps of Engineers has granted access to the information in this model
for instructional purposes only. Do not copy, forward, or release the information
without United States Army Corps of Engineers approval.

2 Background

You will be working on Bald Eagle Creek near Lock Haven, PA and mapping the
inundation due to a dam failure scenario.

3 Floodplain Mapping using HEC-RAS Results

You will map dam break results of a PMF event for an existing HEC-RAS model for
Bald Eagle Creek, PA. You may need to run the unsteady flow simulation before
getting started.

3.1 Model Review

1. Open the "Bald Eagle Creek Example Dam Break Study” HEC-RAS project
(BECMappingWS.prj).

Open Project

Title File Name Selected Folder ~ Default Project Folder ‘ Documents I
BECMappingWs.prj C:\Temp\_2022 Dam Safety\Mapping\Workshop
i e
JTemp
{3 _2022 Dam Safety
= ingWorkshop

__|T.e;r.ain.
2. Compute the Unsteady Flow run.

3. Look at the breach hydrograph by clicking on the Breach Hydrograph
button.

a. What is the Breach Peak Flow? 758,153 cfs
B sreach Hydrograpt

File Type Options

River: |Bald Eagle Cr. - » Time Series Maximum  Time at Max
Reach: | Lock Haven | River sta: |81454 15 MK 3)an1999 0120
Breach Flow (cfs) 758153§03Jan1999 0120

IV Plot Stage ¥ Plot Flow Headwater Elevation (ft) 676.05 03Jan1999 0040
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b. When did the breach occur? From the breach hydrograph, looking at
the table data, between 0035 and 0040 on 03Jan1999.

Stage HW Stage TW  Total Flow Breach Flow

Rl [ Elevation (ft) Elevation (ft) Flow (cfs)  Flow (cfs)

436|03Jan1999 0015 675.68 612.71] 183921.11 0.00 i
437(03Jan1999 0020 675.76 612.78| 185252.86 0.00
438[03Jan1999 0025 675.84 612.85| 186540.12 0.00
439[03Jan1999 0030 675.92 612.92| 187776.88 0.00
440(03Jan1999 0035 675.99 612.98| 188964.53 0.00
441{03Jan1999 0040 6/6.05 613.07] 191296.59 1275.12
442103Jan1999 0045 676.01 613.87| 217568.50 28255.57
443103Jan1999 0050 675.54 617.19] 331828.38| 149870.58
444103Jan1999 0055 674.94 620.73|456152.12| 283364.94

Runtime messages confirm — 03Jan1999 0036

Breach at Bald Eagle Cr. Lock Haven 81454 at 03JAN1999 00:36:00

Ordinate  Time and Date Stage HW Stage TW  Total Flow Weir Flow Total Gate Flow Breach Flow
Elevation (ft) Elevation (ft) Flow (cfs) Flow (cfs) Flow (cfs) Flow (cfs)

43803Jan1999 0025 675.84 612.85| 186540.12 [ 185863.64 676.48
439 O3Jin1999 0030 675.92 612.92| 187776.88 | 187100.11 676.77
440 03Jan1999 0035 675.99 612.98| 188964.53 | 188287.48 677.05
44103Jan1999 0040 676.05 613.07| 191296.59 [ 189344.05 677.27 1275.12
44203Jan1999 0045 676.01 613.87| 217568.50 | 188636.38 677.01 28255.57
44303Jan1999 0050 675.54 617.19| 331828.38 [ 181314.69 675.10| 149870.58
444103Jan1999 0055 674.94 620.73| 456152.12(455479.16 672.97| 283364.94
445103Jan1999 0100 674.23 623.95| 582791.25 [ 582120.94 670.31| 420372.56
44603Jan1999 0105 673.37 626.73 | 700215.38 [ 699548.38 667.02| 550176.88
447103Jan1999 0110 672.38 629.14| 793531.25 [ 792868.06 663.21 657212.31
44803Jan1999 0115 671.34 631.02 | 849332.62 | 848673.44 659.21 726863.94
449103Jan1999 0120 670.29 632.24 | 866975.50 [ 866320.50 655.01 758153.00 I
45003Jan1999 0125 669.26 632.78| 848413.75 [ 847763.00 650.77| 752601.94
45103Jan1999 0130 668.16 632.82| 816506.50 [ 815860.31 646.22| 733935.06
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4. Take a look at the profile plot to verify that the output is valid (re-run the
model, if there is no output).

e Profile Plot — O X
File Options Help
Reaches .. | #[t] Profiles .. || ®.] I™ Plot Initil Conditions Reload Data |
Bald Eagle Creek Example Dam Break Study Plan: PMF - Van Thun& Gillet Breach Parameters )
Bald Eagle Cr. Lock Haven |
7001 Tegend
807 WS Max WS
] T e
6e0 Ground
— 6401
£
g 6201
g G001
* sard
560 I}
5401 i’
0 20000 40000 S0000 0000 100000 120000 140000

Wain Channel Digtance (ft) 41913.58, 575,18 -
»

3.2 Dynamic Map Results

Dynamic map results layers are computed on the fly and allow you to quickly take a
look at computed RAS results. None of the data are stored to disk, values are
generated as you need them only for the current map view.

5. Turn on the Depth Layer under the Results node.

6. Use the Layer Properties to change the Plot Surface. Consider varying the
colors, color values, transparency, and whether the values are “Stretched” or
“Discrete”.

@ What is the maximum water surface elevation at the Lock Haven levee?

595,85
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& When does the flood peak reach the Lock Haven levee?
Peak Arrives approximately 03Jan1999 0600

RASMapper Plot = O X
Pt | Table |
Depth (Selected Point)
J = PMF+VonThunBrch
30
4 Time: 03Jan]995 06:00,54
i PMF+VonThuynBrch: 34.90 (feet)
@20+
-E ]
a8 A
@
o -
10 1
0 ] T
02Jan1999 04Jan1999
Time

& How long does it take for the flood wave to reach this location?

28-30 Hours from start of simulation for the PMF flood wave - this is prior to the
breach of the dam.
BRASMapper Plot -~ = 2 |
Plot | Table |

Depth (Selected Point)

— PMF+VonThunBrch

30

Time: 02Jan1999 17:57:44
PMF+VonThunBrch: 0.00 (feet)

Depth [feet]

T T T T T
02Jan1999 02Jan1999 1600 03Jan1999 0800 04Jan1999 04Jan1999 1600
Time
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@ What are the approximate channel velocit
mtjﬂﬁ%ummvmyl

|

near the Lock Haven levee?

"

3.3 Stored Map Results

Stored map results are data that are written to disk. Generating this data takes
more time than for dynamic results because the entire dataset must be evaluated

and then saved to disk.

7. Right-click on the plan name and select the Create New Results Map Layer

menu item.

8. Expand the Hydraulics group node

9. Create a permanent Depth grid by selecting the Depth Map type, Maximum
for the profile, and Raster Based on Terrain as the template for data

storage.
E Results Map Parameters X
Map Type Unsteady Profile Map Output Mode
E}- Hydraulics A || & Maimum / Generated for Current View (in memory)
= \'\"t‘;:w Surface Blevation © Minimem ~ Raster (with Associated Terrain)
~Flow (1D Oniy) © Profile € Point Feature Layer. it
Inundation Stored (saved to disk) /
g Deoth| 01JANT @ Raster based on Terraiff Temain =
-~ Courant (Velocity/Length) 01JAN19991 .
Courant (Residence Time, 2D Oniy) 01JAN1999 1 (" Point Feature Layer: [ |
- Froude 014A " Polygon Boundary at Value: o
Shear Stress 0 0
Depth * Velocity 01JAN1999 15:00:00
- Depth * Velocity"2 Map Type Layer Name
Energy (Depth) » Depth
- Energy (Blevation)
Amival Time
Anival Time (Max) <
Map Type: A Map layer will be created for Hood Inundation Depths.
Map Mode: Map results are computed using the specfied Temain and stored to disk. Close
A
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10. Press Add Map.

11. Do the same for the Inundation Boundary map layer by selecting the
Inundation Boundary Map type, Maximum for the profile, and Polygon
Boundary at Value.

Results Map Parameters x
Map Type Unsteady Profile Map Output Mode
E]- Hydraulics A & Maximum Generated for Current View (in memory)
| L. Water Suface Elevation (Must Use Stored Maps) -
L " Minimum
P - Velocity o
{1 Fow (1D Only) " Profile AI
S Inundation Boundary Stored saved to disk
i i-Depth el Terain
i i-Courant (Velocity/Length) §
i Courant (Residence Time, 2D Only) 2 [*]
i Froude % Polygon Boundary at Value: [07
i - Shear Stress
i Depth " Velocity 01JAN1599 19:00:00
i i~ Depth " Velocty"2 Map Type Layer Name
- Energy (Depth) ] GESEGRN:SIGENY inundation Boundary
i i~ Energy (Elevation)
i - Amval Time
i b Amival Time (Max) v
Map Type: A Map layer will be created for Inundation Boundary
Map Mode: A Inundation Polygon Boundary is computed using the Associated Temain at the zero-depth contour and stored to disk. Close

12. Press Add Map.
13. Close the Results Map generation window.
14. Compute the stored Maps

a. Right-click on the Depth (Max) layer and select the
Compute/Update Stored Map (it is the one with the disk next to it).

&[] WSE (Max)
[ Depth (Max) &
i [¥] Inundation Boundary (M: Layer Properties
| Map Layers
| Terrains Edit Map Parameters
[¥] Terrain |Li rCompute/Update Stored Map (Map not created)
a3

b. Do the same for the Inundation Boundary (Max Value_0) layer.

<& What differences do you see between the stored Depth grid and the Inundation
Boundary map? Very Similar shapes - Depth grid provides more information with
shades of blue.

15. Right-click on the plan name and select the Create New Results Map Layer
menu item.

16. Create an Arrival Time grid by selecting the Arrival Time Map type using
Hours, a Depth Threshold of 2ft, starting at 03JAN1999 @0100, and Raster

6/7
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Based on Terrain as the template for data storage.

E Results Map Parameters

Map Type

B Hydraulics

- Water Surface Elevation
Velocity

Flow (1D Only)
- Inundation Boundary
Depth

Courant (Velocity/Length)
-Courant (Residence Time, 2D Only)
Froude

Shear Stress

- Depth * Velocity

- Depth * Velocity "2
Energy (Depth)

- Energy (Elevation)
il Tme|

Anival Time (Max)

- Recession

- Duration

v

Parameters
Start Time at

" Start of simulation

03JAN199S 01:00:00

" Offset from start of simulation

I_ d I_h I_m
(% Fixed date/time (02JUL1995 17:00:00)
03an1995 0100
Unsteady Profile
% Hours
" Days
Parameters
Threshold Depth 2

Map Output Mode
Generated for Current View (in memory)

" Raster (with Associated Terrain)
" Point Feature Layer:

Stored (saved to disk
(¥ Raster based on Terrain

" Point Feature Layer:

" Polygon Boundary at Value:

X
it
Temain h
|
ﬁ

Map Type Layer Name

Map Type: A Map layer will be created for The time from a specified Start Time) for water to reach a specified flood depth.
Map Mode: Map results are computed using the specified Temain and stored to disk.

17.Press Add Map.

18. Right-click on the Arrival Time layer select the Compute/Update Stored

Map.

<& At what time does the Lock Haven area get wet to a depth of 2ft?

0-3 hours - between 03Jan1999 0100 and 0400

& Briefly describe the flooding that occurs in Lock Haven. How well does the levee
protect the city from the flood event modeled using HEC-RAS.

Significant flooding in Lock Haven. Depths of 10-40 feet widespread.

3.4

Bonus — Evaluate other Events

As time permits, create and evaluate other breach/non-breach scenarios or flows and
see how it affects downstream flooding.
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